fardis

WALLPAPERS & FABRICS

Design Specification

MATERIAL WEIGHT

350GSM

TECHNICAL SPECIFICATION

Design: Comino

Roll Width

60 ..

PRODUCT SPECIFICATION

DESIGN SERIES

REFERENCE SKU

COLOR DESCRIPTION

WIDTH

SOLD BY

CONSTRUCTION TYPE

WEIGHT

LRV VALUE

ROLL LENGTH

FIRE RATING

BACKER

COMINO

13319

MULTICOLOUR, BURGUNDY,

LIGHT TAUPE, TAUPE
60CM

MADE TO ORDER
FABRIC BACKED VINYL
350GSM

34

10M

EURO CLASS, B-S2, DO

NON WOVEN POLYESTER

INDUSTRY STANDARDS & COMPLIANCE

LIGHTFASTNESS
Very good. (6 out of 8
to BSEN20105)

&)

CLEANABILITY
Fully Washable

CONTAINS
BIOCIDE
Protected

Need a customised solution?

FOR FURTHER INFORMATION ABOUT ANY FARDIS PRODUCT OR SERVICE

FARDIS

q

CE COMPLIANT

Verified

Website

www.fardis.com

WALLPAPERS AND

Installation Guidelines

Pattern Repeat
Height increment for matching

Pattern Offset

Horizontal alignment adjustments

Pattern Overlap

Recommended Adhesive

Murabond Heavy. On sealed surfaces use Murabond Sealed Surface
Adhesive. For other surfaces contact Customer Services on 03705
117 118

BY STRAIGHT

HANGING BUTT JOINT

STRAIGHT MATCH

A+ s

®

VOC RATED IMO RATED IMO RATED
A+ Certified 8517
Email Support
info@fardis.com +44 03705117118
FABRICS EST. 1987

13319



